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SETUP OPERATION HAZARDS

Ensure that the area is free 

of debris.B

Make sure that nothing is 

inside the taped area 

around the stirrer.C

Ensure that all samples are 

in sealed containers or 

splash proof flasks.
D

Review the controls and 

hazards associated with 

this unit.
E

Ensure that the unit is 

plugged in.

Keep all body parts and 

loose clothing away from 

unit during operation.

Place samples in stir areas 

centered on circles.B

Press ON and set desired 

agitation speed.C

If a timed agitation is 

desired, turn on the timer 

and set minutes.
D

Turn off agitation when 

finished.E

Turn unit POWER on.A

F
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ELECTRICAL HAZARD
This equipment contains liquid 

near electrical connections.

Clean equipment after 

use.F
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For additional help contact the Lab 

Space Manager

SLIP HAZARD
Liquids from the container may fall 

on the floor, causing slippery 

conditions.

PREVENTION
EYE PROTECTION

Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for heat and 

chemical usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.

CHEMICAL HAZARD
Agitation may cause splattering or 

splashing of potentially harmful 

chemicals.
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